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MODIFIED FLAT-BOTTOM MANHOLE CONE

MIN. 30" DIA BOLTED CAST IRON RING AND GRATE

3

MIN. 30" DIA BOLTED CAST IRON RING AND SOLID SOUTH JORDAN CITY STORM DRAIN COVER

4

GRADED BASIN, CITY VAC TRUCK ACCESS TO BE PROVIDED AT A MIN HORIZONTAL DISTANCE OF 15' AND NO MORE THAN 8% INCLINE

FROM EACH MANHOLE LID

5

COMPACTED BASE MATERIAL

6

7

CONCRETE LINER, 4000 PSI 48" I.D. AND 54" O.D., CENTER IN HOLE WITH 2-FT X 2-FT OPENING IN BOTTOM FOR DRAINAGE

8

8-FT X 8-FT X 1-FT REINFORCED CONCRETE FOOTING (SEE DETAIL)

9

6" DIA CONE SHAPED SCREEN10

6" DIA SCH 40 PVC OVERFLOW PIPE
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6" DIA DR-14 FUSED HDPE PIPE
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1" TO 1-1/2" WASHED ROCK
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4" DIA SCH 40 PVC CONNECTOR PIPE W/ VENTED ANTI-SIPHON INTAKE & FLOW REGULATOR, PIPE TO BE FULLY CAPPED UNTIL BASIN

FULLY VEGETATED OR AS APPROVED BY CITY ENGINEER.

19

A1A TO A2.7 COMPACTED BACKFILL TO 96%

20

(2) LAYER OF FILTER FABRIC

KEYED NOTES

NON-WOVEN GEOTEXTILE FABRIC MIRFI 140 NL. OR APPROVED EQUALL. FABRIC TO BE DIAMETER OF HOLE, HELD APPROX 15' OFF

THE BOTTOM OF EXCAVATION.

DRY WELL SYSTEM

1. PRIMARY CHAMBER REQUIRED ON ALL DRY WELL SYSTEMS.

2. NO OUTSIDE PIPE CONNECTIONS TO PRIMARY OR SECONDARY CHAMBERS. ONLY SURFACE DRAINAGE IS

ALLOWED

3. PERCOLATION TEST TO BE PERFORMED AFTER FINAL INSTALLATION OF DRY WELLS AND LANDSCAPING.
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(2) LAYERS OF NON-WOVEN GEOTEXTILE FABRIC MIRAFI 140 NL. OR APPROVED EQUALL. PLACED AFTER OVERFLOW PIPE HAS BEEN

INSTALLED

LADDER RUNGS

SUPPORT BRACKET (TYP), FORMED 12 GA STEEL, FUSION BONDED EPOXY COATED
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4" DIA 1" LONG SLOTTED SCH 40 PVC INTAKE SCREEN
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NOTE:

PEDESTRIAN CURB EXTENSIONS MAY BE REQUIRED BY THE

CITY ENGINEERING DEPARTMENT. DESIGN OF CURB

EXTENSIONS MUST BE APPROVED BY CITY ENGINEER

PRIOR TO INSTALLATION. CURB EXTENSIONS MAY BE

CONSIDERED AS A TRAFFIC CALMING MEASURE OR TO

ENHANCE THE SAFETY OF PEDESTRIAN CROSSINGS.
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Applicable at the entrance to dead end alleyways and lanes, that form a T intersection.

Signage for Garbage Routes
- No Parking Areas -
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Cable Retainer Assy,
For 4” Foundation Anchor,
Galvanized Steel

SP-6224-GLV

Pelco’s anti-theft Cable Retainer is the best solution to 
help prevent copper cable theft in street light poles. Works 
with Pelco’s PB-5364 4” Foundation Anchor or to existing 
foundations with a 8”-13-1/2” bolt circle. Secures 3/16” to 
1/2” diameter cables.

Cable Retainer Assy,
For 6” Foundation Anchor,
Galvanized Steel

SP-6200-GLV

Pelco’s anti-theft Cable Retainer is the best solution to 
help prevent copper cable theft in street light poles. Works 
with Pelco’s PB-5372 6” Foundation Anchor or to existing 
foundations with a 9-1/2”-13-1/2” bolt circle. Secures 3/16” 
to 1/2” diameter cables.

Note: 1. All assemblies are supplied standard with stainless steel fasteners.
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Cable Retainer Assy,
For 8” Foundation Anchor,
Galvanized Steel

SP-6205-GLV

Pelco’s anti-theft Cable Retainer is the best solution to 
help prevent copper cable theft in street light poles. Works 
with Pelco’s PB-5375 8” Foundation Anchor or to existing 
foundations with a 11-1/2”-17” bolt circle. Secures 3/16” to 
1/2” diameter cables.

Note: 1. All assemblies are supplied standard with stainless steel fasteners.

7/1/13

Tube Assembly
For 6” Cable Retainer,
Galvanized Steel

The Tube Assembly mounts underneath Pelco’s SP-6200 
anti-theft Cable Retainer inside the transformer base. The 
tube is designed to prevent copper cable theft in street light 
poles. Available in 4-1/2” or 16-3/8” lengths. Complete with 
mounting hardware.

SP-6358-  -GLV
Length

  04.5=4-1/2”
16.38=16-3/8”

Tranformer Base

6” Tube Assy

6” Cable Retainer
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Hand Hole CoversHand Hole Covers

Note: 1. All assemblies are supplied standard with stainless steel fasteners.
 2. See Reference Section for available paint colors.

Door Assy, TB1-17 Tranformer Base
“Copper Safe” Theft Deterrent
Steel

Pelco’s “Copper Safe” Transformer Doors are shatter-
resistant and pull-off resistant to protect against copper 
theft. Typically powder coated P40 Silver, other colors 
available. Requires AP-5121 Kit for installation.

PB-5520- 
Coating

P_ _=Paint

Door Assy, TB1-20 Tranformer Base
“Copper Safe” Theft Deterrent
Steel

PB-5526- 
Coating

P_ _=Paint

Pelco’s “Copper Safe” Transformer Doors are shatter-
resistant and pull-off resistant to protect against copper 
theft. Typically powder coated P40 Silver, other colors 
available. Requires AP-5121 Kit for installation.
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